Appendix of Certification

Qualification NASA Special NDI according to Test Plan QS-PL-404-MT and
Test Report QS-RP-415-MT

Penetrant Inspection

MT Aerospace AG represented by: Date of Qualification:
Torsten Nancke; Level Ill acc. EN 4179 21.07.-22.07.2025

Supplier Location:

Allegretti Aeroplating

Via Aosta, 8 - 10044 - Pianezza (TO)
Italy

Supplier Supervisor:
Daniele Bottiglieri; Level Il acc. NAS410/ EN 4179

Inspectors:
Daniele Bottiglieri;  Lev. Il acc. NAS410/ EN 4179
Gabriele Inticu; Lev. Il acc. NAS410/ EN 4179

The certification is valid within following aspects:

Penetrant system: Type |, Method D, Level 4; Form d

Penetrant: Chemetall 9814

Penetrant Dwell time: min. 60 minutes

Emulsifier: 9881

Emulsifier Dwell time: 1 minute, max. 2

Cleaner: Water

Developer: Chemetall ARDROX 9D1B applied by manual spraying
Developer Dwell time: 60 minutes

The above named inspectors demonstrated successfully to perform Special NDI method PT following
Qualification Plan QS-PL-404-MT. The demonstration tests indicates that the inspectors are capable of
detection of 1.27 mm long crack-like surface flaws with 90% probability of detection and 95%
confidence.

This certification gives the mentioned inspectors authority to perform Special NDI inspections in
accordance to procedure instruction ASTM E1417 and PPS-A-001-AS with the above documented
parameters and inspection facility. Any changes to employer written procedure, inspection material
or equipment have to be reported to MT and may cause necessity of re-qualification.

Expiration date:

20.07.2028
Prepared by: Approved by:
Torsten-Nancke Felix Herrmann
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MT AEROSPACE

An OHB Company

In accordance to NASA Qualification Test Plan QS-PL-404-MT this certificate is awarded to:

Allegretti Aeroplating, Italy

The inspectors:

Daniele Bottiglieri - Gabriele Inticu

have successfully completed the qualification procedure for crack detection capability for NASA Special NDI
penetrant examination of fracture critical titanium parts. The inspection in accordance to acc. to ASTM E1417, F.L
110 and PPS-A-001-AS shows the capability of detecting 1.27 mm surface flaws with 90% probability of detection
and 95% confidence. The validity of this certification is given for the documented inspectors, facility, procedure,
inspection material and equipment. Any changes must be declared to MT Aerospace AG.
Further information about validity see appendix.

Date conducted  21.07. - 22.07.2025 MT Aerospace AG

Felix Herrn{;_ Preject Manager

Valid until 20.07.2028 }l =
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